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PRODUCT INFORMATION

MAXIMUM PANEL SIZE FEET METERS

Annealed or Tempered 5 x 10 1.5 x 3.0

GLASS TYPES / THICKNESS  
5/16”
8 MM

3/8”
10 MM 

1/2”
12 MM 

Clear • • •

Low Iron

 

Edgework Machine flat polished

Color Finishes Lucent, Pearl 

Privacy Finishes Frosted, Etched 

Safety Tempered, Laminated 

Cleaning
Our glass products can be cleaned with liquid cleaners and paper 
towels, or soft clothes. Liquid cleaners with out ammonia will help 
reduce streaks on the glass. Avoid all abrasive cleaning materials.      

Flat Margins Outside Vertical Edges – from 1/4” to 3/4“ (6mm to 19mm). Interior Vertical
Edges – 1/8” to 1/4” (4mm to 6mm). Top & Bottom Edges – 1/4” to 3/4” (6mm to 19mm)

Pattern Details Individual Flutes are 5/8” (15mm) wide. Back surface is concaved with a 1/16” (2mm) depth.

CONTOUR

Contour Architectural Cast Glass, part of Nathan Allan’s exclusive 
Freeform Series, is exciting, new, and the first “texture less” kiln formed 
glass in our industry. Inspired by our Channel Fluted glass, Contour is 
designed with sweeping shapely flutes, to create an architectural glass 
with movement. This design feature provides privacy while demon-
strating an incredibly beautiful Architectural Glass finish. Watch as 
beauty and elegance come together. Capture the movement and 
animation of glass with our fluid, organic Contour shapes.
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