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HONEYCOMB

PRODUCT INFORMATION

MAXIMUM PANEL SIZE FEET METERS

5 x 10 1.5 x 3.0

GLASS TYPES / THICKNESS   

Clear • •

Low Iron • •

Edgework · Textured or Polished Edge

Color Finishes  · Clear

Privacy Finishes · N/A

Safety

Cleaning
· Our glass products can be cleaned with liquid cleaners and paper towels,
or soft clothes. Liquid cleaners without ammonia will help reduce streaks
on the glass. Avoid all abrasive cleaning materials.

 · Laminated Only

Some textures can be produced up to 6’0 x 11’6 (1800 mm x 3500 mm)

STANDART PANEL SIZE 

 1.5” (38mm) and 2” (50mm)

Nathan Allan’s Honeycomb Glass is created by melting 
custom sized, larger frit pieces, which are produced in 
different shades and tones. Our unique fusing methods 
cause all of the fragments to melt and join together, 
forming this unique, yet natural, Honeycomb pattern. 
There is a nice balance of opacity and light transmission, 
with light enhancing the complex texture. However, 
Honeycomb does offer a higher level of opacity than our 
Honeycomb Glass. Each glass surface is perfectly smooth, 
which is contrary to most kiln formed glass designs where 
at least one surface is fully textured.

Honeycomb Textured Glass can be produced in large or 
small panels, up to a standard maximum size of 5’0 x 10’0 
(1500mm x 3000mm). It is ideal for all glass countertop 
applications in restaurants, bars, casinos or registration 
desk applications. The standard thickness of Honeycomb 
glass is 1.5” (38mm), but we can also produce 2” (50mm) 
thick panels. For vertical panel installations, Honeycomb 
Glass can be laminated to flat panels of low iron glass, to 
meet safety glass requirements.


